Ash-Dome 16’ 6” Assembly Diagrams

Look for Assembly Instruction Page Numbers
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Bolts come up through wood plate, steel trim, isolation pad and wheel clip.
TIP: Bolt holes for wheel clips will align easier if you install piate splice bolt first.

If run out on dome seems excessive put a washer on wheel shaft on each side
of the joints in the wall plate assembly.



[image: image2.jpg]page : 2 installing Dome Support Track step#?2

INSIDE VIEW: To put dome trach on the wall plate, place one end of the dome track over a roller
and roll the track segment onto the rollers. Then roll the next track segment onto the rollers,
the numbers on the track should be adjacent to each other, 1 to 1, 2 to 2, 3 to 3, etc.
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The bolts go down through the track , nuts on the bottom, this
allows the dome track to turn without being unobstructed.
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TIP: Assemble ail dome track segments with
the nuts and bolts finger tight. Then tighten
all of them.

FRONT & BACK CENTER are always across from each other and will be your references
during the construction.
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Dome Skirt Assembly
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Typical Azimuth Gear Rack Joint- 1 to 1, 2to 2, 3 to 3, etc.
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Installing Dome Roof Sheets - Layout step#4
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‘\ TIP: use soap or wax to lubricate interlock
both sides of sheet

HECHIOEKIG. ot DO NOT USE OIL- oil will stain the roof
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TIP: Use locking plyers to hold the rib
and the sheet together when sliding.  If
you should slipt the sheet and rib you
must start the sheet from the top again.
Wear gloves and push in a circular

motion. "
/ Sheets Interlock from the top down.
/ 1st panel on dome skirt is BACK CENTER
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When sliding the roof panels you may squirk a
liquid soap into the joints to ease the assembly.

DO NOT USE OIL - Oil will stain the roof panels,
soap will just wash away in time.
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NOTE: These units are shipped without the pipe
rib blocks inorder to allow the roof sheets to be

e packed properly. These rib blocks should be
installed after the roof sheets have been
completely assembled.

The rib blocks also tighten the ribs on the roof
panel and having them removed will let the
sheets slide easier.
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NOTE: These are right and left sides

TIP: The front part of the shutter track will
have extra holes for the shutter seals
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[image: image11.jpg]step#5 Shutter Track Assembly
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NOTE: a large 'C' clamp and a 'drift pin' are needed for this assembly

Back | Center
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NOTE: Secure the backside of the tracks first and then come back around to the front.
Work your way up from the bottom, this pulls the following holes into alignment.

Inside openning trim (flashing)
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NOTE: All blocks are lettered or numbered.
These will always be on the outsie edge of the block.
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NOTE: Boits will always angle slightly toward the center of the dome.
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Installing Shutter Track on Dome SHepiS

NOTE: All blocks are lettered or numbered.
These will always be on the outsie edge of the block. M
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NOTE: If you have a double shim, the number or letter is always on the outside
of the dome. Bolts will always angle slightly toward the center of the dome.
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Installing Interior Bracing and Gear Hole Trim page:17
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Installing Shutter Side Weather Seals

NOTE: You will have to remove the Shutter Track Splice nuts & boits and reinstall
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Note: TOP will be a group of three holes

Side Weather Seals are RIGHT & LEFT
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In some cases you might have a bracket to secure the back of the shutter track
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Installation of Caulking around aperture

Back | Center
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Caulking should be packed tightly to the back of the opening up
both sides of the viewing aperture.

/ Use tube caulking around all bolt heads through spacer blocks

Caulking goes to BACK SEAL ANGLE
then across the back under the angle

DO NOT leave any gaps for driving rain to enter

This is correct
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Installation of Slip Rings

at this point install the slip rings

FRONT CENTER

Inside Dome

see Slip R-4-98
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Installation of Shutter Sections
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shutter roller shaft should be greased at this time
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step#8

Installation of Back Shutter Seat

TIP: run the upper shutter completely open and install from back of dome

short weather head screws

long weather head screws
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Installation of Front Shutter Seal
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Azimuth Weather Seal & Motor Seal

remove nuts and washers

step#9
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step#9

Installing Azimuth Motor

azimuth motor
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step#9

Azimuth Motor Installed

NOTE: enough pressure on spring to let azimuth gear float in track
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Questions?  Please call Ash Manufacturing Company – (815) 436-9403
1 of 45 (Assembly Instruction Page Numbers are Found in the Diagrams)

